: SUBMOTOR

Motori sommersi riavvolgibili 4”
4" Re-windable submersibles motors
Rebobinable moteurs submersibles 4"

-

Monofase / Singlephase: 200-230 V - 50 Hz

POTENZA .
Cavo incluso

MONOFASE POWER . Thrust
1/PHASE AMPERE uF VoLt Hz Cable included

kW.  HP mt

)
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TIPO - TYPE

Submotor 4 50M 1 0,37 0.5 35 20 220-230 50 1,75 1500

Submotor475M | 1 | 08 075 | 43 | 25 | 2020 | 80 | 175 | 150
Submotor 4 100M 1 075 1 5,9 35 220-230 50 175 1500

Submotor 4 150M 1 1.1 1:b 8.1 40 220-230 50 175 1500

Submotor 4 300M 1 27 14,7 80 220-230 50 2,50 1500

: <
Submotor 4 300M 1 2.2 3 14,7 80 220-230 50 2,50 4400
Submotor 4 500M | 5 23 100 220-230 50 4,00 4400

—
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Trifase / Threephase: 380-400 V - 50 Hz

POTENZA .
Cavo incluso

TRIFASE POWER : Thrust
VoLt Hz Cable included
3/PHASE KW, HP AMPERE o (N)

TIPO - TYPE

Submotor 4 50T 3 037 05 15 380-400 50 1,75 1500 |
Submotor 4 100T 3 075 1 25 | 380-400 50 1,75 1500 |
3

Submotor 4 150T 1.1 15 3.3 380-400 50 1,75 1500
Submotor 4 200T 15 2 45 380-400 50 1,75 1500

Submotor 4 300T 3 22 3 6,1 380-400 50 2,50 1500

Submotor 4 300T 2,2 3 6,1 380-400 50 2,50 2500

3 4 759 380-400 50 2,50 2500

Submotor 4 550T 3 4 I 55 10 380-400 50 2,50 2500

Submotor 4 750T 3 5.5 1.5 14 380-400 50 3,00 2500

_Submotor4300T | 3
Submotor 4 400T
Submotor 4 550T

Submotor 4 750T

3 i 4 7.9 380-400 50 2,50 5000
380-400 50 2,50 5000

5.5 7.5 14 380-400 50 3,00 5000
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Submotor 4 300T 2.2 3 6,1 380-400 50 2,50 4400

3
Submotor 4 400T 3 3 4 79 380-400 50 2,50 4400 _
Submotor 4 550T 3 4 8,5 10 380-400 50 2,50 4400

Submotor 4 1000T 3 75 10 19,3 380-400 50 4,00 4400

[ valori descritti si intendono di produzione media. La Ditta si riserva di apportare qualsiasi variazione senza obbligo di preawviso. -
The figures in the tables are averages for production models. The Company reserves the right to carry out changes of any kind without prior notice. '-"'.._l!Ela“tas""l' 1 ‘I 1

™" warter pumps



